PROVIDING A DATABASE THAT INCLUDES DATA 
CORRESPONDING TO PHYSICAL AND GEOGRAPHICAL 
DEPLOYMENT OF COMMUNICATION SEGMENTS 



INPUTTING N RISK LEVELS BASED ON 
PRE-OERNED CRITERIA 
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ASSIGNING THE APPROPRIATE COMMUNICATION 
SEGMENTS TO THE SRGS 
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SELECTING A MAIN PATH FOR COMMUNICATION BASED 

ON THE STARTING POINT AND END POINT OF THE 
REQUIRED TRAIL FROM THE COMMUNICATION SEGMENTS 
AVAILABLE IN THE DATABASE 



130 



\ 140 

INPUrnNG A RISK LEVEL \^ 



SELECTING A SECOND GROUP OF COMMUNICATION 
SEGMENTS IN ORDER TO DEFINE THE PROTECTION 
PATH WHICH SATISFIES CERTAIN 
PRE-DEFINED CONDITIONS 
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HAS A ^ 
'SECOND COMMUNICATION^ 
^ATH THAT SATISFIES THE CONDITIONS^ 
BEEN FOUND 
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SELECT A DIFFERENT MAIN PATH. HAVING THE SAME / 
STARTING POINT AND ENDING POINT AS THE ORIGINAL 
FIRST COMMUNICATION PATH 
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FIG.2 



